P/N: CL-DWM-8U

Wall mounted Cabinet double section ( 6U/9UM2U/15U are available )

DETAIL

»  The Double Section Provides An Easy Access
To The Cabinet To The Rear Of All Mounted
Cabineis. A Swing Frame Construction Adds To
The Flesibility Of Operation And Maintenance.

FEATURES
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Variety OF Heights
&00mm Wide Body

Generous Cable Access Knockouts In
Top And Bottom Of Back Mount

With Tempered Glass Locking Doors

The Door Can Be Quickly Removed On Site For
Easy Cabinet Installation And Can Be Re-Hinged
From Either Side (No Tools Are Required )

Mounting Panel On The Rear, Easily Installing

Inside Lock

Quickly Remaovable Side Door

Installation Can Be Optional For Standing Or Wall Mounting
Feet And Castors Can Be Provided For Standing Installation
Adjustable Mounting Rails Front And Back

Side Lock

Material: - Thickness:Mounting profile: 1.5mm; Other:1_2mm;
- SPCC quality coid rodied steal

Loading Capacity: Stalic ipading :60kg
Degree of protection: IP20

Surface finish: Degreasing. Pickling,
Phosphating, Powder Coated
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Standard:

> Comply with ANS/ElA RS-310-D, IEC 297-2. DIN414591,
PART1, DIN41491, PARTYT, ETSI Standard.

PRODUCT SIZE

Widih=Depth=Height
G00=550=370 mm

au G00=E560=500 mm

12U G00=550=635 mm

15U GO0=550=7T0 mm
Imstalling hack pancl Stde pancl

Maunting angle

?

Cable catry

Muunting profile

Optional Tock



Main structure
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Main Dimension:
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Front (toughened glass deor)

Lnstalling Backboard

2 Mounting profilelL-shaped)
Acahle entry plate

4 side panel

5 Tempered gl front door
6, Tempered gluss front door
with vented border

T Tempered glass front door

with meshed border
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Front iwithout front door)
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